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Plaster Mate 150 – Ready Mixed Joint Compound Bedding

Product information

Fibre re-inforced ready-mixed joint compound and nail spotter used for embedding reinforcement tape. Ideal for patching plaster cracks and for use on most gypsum board joints when maximum bond and crack resistance are essential. It is the best product for laminating.

Alltek Ready-mixed joint compound is supplied ready mixed with no mixing or adding of water required. The advantages are several, open-and-use, save time and mistakes in mixing at a minimum waste, factory controlled batch consistency and superior storage life compared to mixed powders.

Applied by hand or with taping tool. Fill the joint with compound using a spatula, center the reinforcing tape over the joint, press in into the fresh compound with a spatula held at about 45 degree angel to the wall. Apply Plaster Mate 100 as finish coat at least 50 mm beyond the edges of the embedding coat. Sand if needed using fine sandpaper. Use compound to spot nails and Fastener heads.

Alltek Ready-mixed joint compound can be used as a skim coating over the whole surface and to laminate wallboard to an existing surface such as old plaster, masonry or gypsum wallboard.

Alltek Ready-mixed joint compound conforms, when applicable, to French Standard AFNOR, British Standard BS, American standard ASTM, Swedish Standard SIS and German Standard DIN.

Technical Data

Article no


PM 150

Standards


AFNOR/BS/SIS/DIN/ASTM

Colour


grey

Packaging


3 litre and 10 litre plastic buckets

Density


1,30 kg per litre

Solid content

73% nominal

Drying time


12 hours per mm with temp +15 rh 75-85%

Coverage


0.30 litre per meter length of joint




1 litre per square meter and mm thickness

Application
Taping tool or by spray or by hand, do not use/apply when air or surface temperature is below +5oC

Clean/thin


With water

Flash point


None

Storage


Frost free and dry – 1 year in unopened container

Toxicity


Free from toxic matter

General
Water borne dispersion filler based on calcium carbonate with preservatives and rust inhibitors added.
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